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Audio Sensibility  
Impact Interconnects  

Unbalanced (RCA) Cable Specifications  
 

Cable Geometry: Balanced design with two PCOCC conductors (encased in a Polypro-
pylene dielectric) for signal and return. An PCOCC braided copper shield is provided for 
EMI/RFI rejection. 
 

Connectors:  
Gold-Plated Locking RCA plugs..  

 

Covering: Polyethylene jacket with a very low dielectric value. The cable is finished 
with Techflex expandable sleeving. 
 

Available Lengths: 
1.0, 1.5 m in stock, longer cables (2.0, 2.5, ...) are available as a special order  

 

Other Details: The wire and connectors have been cryogenically treated. Exposed wire 
is treated with CAIG DeoxIT Gold anti-oxidation treatment. Mundorf Silver -Gold Solder 
is used for all solder connections. 

The Impact Interconnect Cables provide surprising performance at an affordable price. 

Perfect Crystal Ohno Continuous Cast (PCOCC) copper with a purity of 99.999% (5N) 

is used for the conductor material.  
 

Impact Interconnect Cables are available in Unbalanced (RCA) configuration. 



Audio Sensibility  
Impact Power Cable  

Specifications  
 

Cable Geometry: This cable is constructed with three insulated 12 gauge High Purity Oxy-
gen-Free Copper (HPOFC), 99.99% (4N) purity, multi-stranded conductors designed in a 
twisted configuration to cancel intra -conductor interference and reject noise. The very low 
conductor resistance combined with low inductance and custom insulation allows for unre-
stricted current delivery improving overall transparency. The cable includes an integrated 
Stillpoints ERS© shield to attenuate EMI and RFI noise.  
 

Covering: The jacket is PVC-based and provides exceptional mechanical damping to mini-
mize the effects of vibration. The cable is finished with Techflex expandable sleeving. 
 

Connectors:  
Marinco 5266 Plug and 320 15A IEC. 
Schurter 4300 20A IEC (for 20A use). 
Marinco manufactures the identical AC connectors for Wattgate.  

 

Available Lengths: 
5, 6, 8 ft  in stock, longer cables (10, 12, ...) are available as a special order  

 

Other Details: The wire and connectors have been cryogenically treated. Exposed wire is 
treated with CAIG DeoxIT Gold anti-oxidation treatment.  
 

The Impact Power Cable provides great per-

formance at an affordable price.    
 

It provides a dramatic improvement in per-

formance compared to: 

Stock power cables.  

Common DIY cables using Belden 19364 

and 83802 industrial grade wire.  

Entry and mid-level power cables up to 

$300 from name brand companies.  

This exact bulk cable (in non-cryo treated form) 

is used by a number of brand name cable compa-

nies for their value AC power cable line ($250+ 

retail).    


