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Audio Sensibility  
Impact Interconnects  

Unbalanced (RCA) Cable Specifications  
 

Cable Geometry: Balanced design with two PCOCC conductors (encased in a Polypro-
pylene dielectric) for signal and return. An PCOCC braided copper shield is provided for 
EMI/RFI rejection. 
 

Connectors:  
Gold-Plated locking RCA plugs..  

 

Covering: Polyethylene jacket with a very low dielectric value. The cable is finished 
with Techflex expandable sleeving. 
 

Available Lengths: 
1.0, 1.5 m in stock, longer cables (2.0, 2.5, ...) are available as a special order  

 

Other Details: The wire and connectors have been cryogenically treated. Mundorf Sil-
ver-Gold Solder is used for all solder connections. 

The Impact Interconnect Cables provide surprising performance at an affordable price. 

Perfect Crystal Ohno Continuous Cast (PCOCC) copper with a purity of 99.999% (5N) 

is used for the conductor material.  
 

Impact Interconnect Cables are available in Unbalanced (RCA) configuration. 



Audio Sensibility  
Impact SE Power Cable  

Specifications  
 

Cable Geometry: This cable is constructed with three insulated 12 gauge 
High Purity Oxygen-Free Copper (HPOFC), 99.99% (4N) purity, multi-
stranded conductors designed in a twisted configuration to cancel intra -
conductor interference and reject noise. The very low conductor resis-
tance combined with low inductance and custom insulation allows for un-
restricted current delivery improving overall transparency. The cable in-
cludes a Mylar aluminum shield as well as an integrated Stillpoints ERS© 
shield to attenuate EMI and RFI noise.  
 

Covering: The jacket is PVC-based and provides exceptional mechanical 
damping to minimize the effects of vibration. The cable is finished with 
Techflex expandable sleeving. 
 

Connectors:  
Wattgate 5266i plug and 320i 15A IEC. 
Wattgate 320i (20A) IEC (option).  
Wattgate 360i Schuko plug (option).  

 

Available Lengths: 
5, 6, 8 ft  in stock, longer cables (10, 12, ...) are available as a special 
order 

The Impact SE Power Cable 

provides great performance at 

an affordable price.    
 

It provides a dramatic im-

provement in performance 

compared to: 

Stock power cables.  

Common DIY cables using 

Belden 19364 and 83802 

industrial grade wire.  

Entry and mid-level power 

cables up to $400 from 

name brand companies.  

 

Other Details: The wire and connectors have been cryogenically treated. Exposed wire is 
treated with CAIG DeoxIT Gold anti-oxidation treatment.  
 



Audio Sensibility  
Testament Speaker Cables  

Specifications  
 

Cable Geometry: Each conductor bundle con-
sists of four 14 AWG conductors encased in a 
Teflon© dielectric and oriented in a star -quad 
configuration to assist in EMI and RFI noise 
rejection. The cable ends are terminated with 
a 303 Stainless Steel end cap which helps to 
further minimize the effects of vibration.  
 

Connectors:  
Cardas Rhodium-Plated Spades (Single 
and Bi-Wire).  
Multi-Contact Gold-Plated low mass Ba-
nana Plugs (Single-Wire and Jumpers). 
Premium Furutech and WBT Spades and 
Banana Plugs are also available. 
AudioQuest Gold Spades (Jumpers). 

 

Available Lengths: 
6, 8, 10 ft  in stock, longer cables (12, 14, 
...) are available as a special order 

 

Other Details: The wire and connectors have 
been cryogenically treated. Exposed wire is 
treated with CAIG DeoxIT Gold anti-oxidation 
treatment. Cardas Quad Eutectic Solder is 
used for all solder connections. 

The Testament Speaker Cables deliver a wonderful mu-

sical presentation with a good balance between 

warmth, detail, and dynamics.  
 

At the heart of these cables is Perfect Crystal Ohno 

Continuous Cast (PCOCC) copper supplied by Furukawa 

Electric of Japan. Copper purity is 99.9999% (6N). 
 

Testament Speaker Cables are available in Single-Wire 

and Shotgun Bi-Wire configurations. Matching bi-wire 

binding post jumpers are also available for use with 

any spade or banana plug terminated Single-Wire 

speaker cable. 



Audio Sensibility  
Testament Interconnects  

Unbalanced (RCA) Cable Specifications  
 

Cable Geometry: Coaxial design with a PCOCC center conductor for signal and a PCOCC braided 
copper shield for return, separated by a Polyolefin and Polyethylene dielectric tube. 
 

Connectors:  
Furutech FP-126 Gold-Plated RCA plug with PCOCC center pin. This is the little plug that could . 
We replace the small RCA barrel with a custom-made 303 Stainless Steel RCA barrel which ele-
vates the performance of this connector.  

 

 

Balanced (XLR) Cable Specifications  
 

Cable Geometry: Balanced design with PCOCC conductors for positive and negative signals, en-
cased in a Polypropylene dielectric. A PCOCC braided copper shield is used for the return (ground). 
 

Connectors:  
Furutech FP-701M and FP-702F Gold-Plated XLR connectors. A 303 Stainless Steel shell replaces 
the stock Furutech shell to help minimize the effects of vibration and improve cable strain -relief. 

 

Common Cable Specifications  
Covering: Polyethylene jacket with a very low dielectric value. The cable is finished with Techflex 
expandable sleeving. 
 

Available Lengths: 
1.0, 1.5 m in stock, longer cables (2.0, 2.5, ...) are available as a special order  

 

Other Details: The wire and connectors have been cryogenically treated. Mundorf Silver-Gold Su-
preme Solder is used for all solder connections. 

The Testament Interconnect Cables help the 

music lover to get closer to the soul of the mu-

sic. 
 

At the heart of these cables is Perfect Crystal 

Ohno Continuous Cast (PCOCC) copper sup-

plied by Furukawa Electric of Japan. Copper 

purity is 99.9999% (6N). The copper is then 

annealed (heat treated) to relieve internal 

stresses and improve ductility. 
 

Testament Interconnect Cables are available in 

Unbalanced (RCA) and Balanced (XLR) configu-

ration. 



Audio Sensibility  
Testament Digital Cables  

 

AES/EBU (XLR) Cable Specifications  
 

Cable Geometry: Balanced design with PCOCC conductors for positive and negative signals, en-
cased in a Polypropylene dielectric. A PCOCC braided copper shield is used for the return 
(ground). 110ɋ characteristic impedance for the cable. 

Note: This cable is identical in construction to the Testament XLR interconnect 
 

Connectors:  
Furutech FP-701M and FP-702F Gold-Plated XLR connectors. A 303 Stainless Steel shell re-
places the stock Furutech shell to help minimize the effects of vibration and improve cable 
strain-relief. 

 

Covering: The cables are finished with Techflex expandable sleeving. 
 

Available Lengths: 
1.0m, 1.5m in stock, longer cables (2.0, 2.5, ...) are available as a special order  

 

Other Details: The wire and connectors have been cryogenically treated. Mundorf Silver-Gold 
Supreme Solder is used for all solder connections. 

The Testament AES/EBU Digital Cable provides an accu-

rate transmission line for the 110ɋ AES-EBU digital inter-

face. 
 

At the heart of these cables is Perfect Crystal Ohno Con-

tinuous Cast (PCOCC) copper supplied by Furukawa Elec-

tric of Japan. Copper purity is 99.9999% (6N). The cop-

per is then annealed (heat treated) to relieve internal 

stresses and improve ductility. 
 

The Testament AES/EBU Digital Cable is available with 

XLR connectors.  



Audio Sensibility  
Testament Power Cable  

Specifications  
 

Cable Geometry: The conductor bundle consists of three 13 AWG conductors. 
 

Covering: The cable jacket is PVC. A braided copper shield provides excellent protection against 
EMI and RFI noise. Stillpoints ERS© is also used as a further level of shielding. The cable is fin-
ished with Techflex expandable sleeving. 
 

Connectors:  
Furutech Gold-Plated FI-15ME male plug and FI-15E IEC.  
Furutech Gold-Plated FI-8N IEC. Ideal for high-performance audio/video equipment 
equipped with a C8 (Figure-8) IEC inlet. 
Wattgate 320i HC 20A IEC connector (option). 
Furutech Gold-Plated FI-E11 Schuko plug (option). 

 

Available Lengths: 
5, 6ft  in stock. longer cables (8, 10, 12, ...) are available as a special order.  

 

Other Details: The wire and connectors have been cryogenically treated. Copper wire is treated 
with CAIG DeoxIT Gold anti-oxidation treatment and Furutech Nano Liquid. (Nano Liquid con-
sists of super-micro particles made up of two primary materials, Pure Gold and Pure Silver by 
means of Nano-Meter Technology). 

The Testament Power cable provides 

exceptional price/performance and is 

suitable for sophisticated 2-channel au-

dio and Home Theater systems.  
 

The cable uses Ohno Continuous Cast 

copper. Copper purity is 99.99998% 

(7N). 
 

Testament Power Cables are available 

with 15A or Schuko male plugs and 

15A or 20A IEC connectors.  


